
Thermally insulated roof hood TF (Thermo Flap)

Benefits

» �Thermally insulated profile (optimised
heat insulation)

»	 Uvalue 0.41 (W/m2K) with 450 hood, 0.46 (W/m2K) with
600 hood, 0.55 (W/m2K) with 800 hood calculated
according to EN ISO 12567-2

» �Horizontal ventilation opening in passive or low-energy
buildings

» ��System-tested in compliance with DIN EN 12101-2

» �In accordance with VdS data sheet 2895

» �Virtually noiseless, therefore ideal for use in sound-sensi-
tive areas

Performance profile

» �Smoke extraction and ventilation regardless of wind
direction

» �Ready-to-install solution

» �Condensate formation prevented by GRP base

» �Complies with requirements of German state building
codes

Technical specifications

» �GRP base including an integrated louvre window

» Louvre hood with 4-sided ventilation to protect against

precipitation

» ��Space-saving where space is limited: dimensions
of louvre hood correspond to GRP base

» �Includes integrated insect screen

Installation

» ��The GRP base is integrated directly into the building
insulation during the roof works

Natural, thermally high-quality smoke and heat exhaust venti-
lator (NSHEV) for horizontal installation on flat roofs (up to 
max. roof pitch of 10°). Ventilation and smoke extraction 
hood with 24 V electric motor drive for the discharge of 
combustion gases and for ventilation purposes. 

The ready-to-install solution consists of a curb and an 
integrated motor-driven closing element with weather-pro-
tection louvre cover. A central unit is required for the oper-
ation of the Thermo Flap.

VENTILATION COMPONENTS

Note:  �Installation must be carried out by a
specialist roofing company.



Thermally insulated roof hood TF (Thermo Flap)
Designs and dimensions
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800 x 800 - 3 louvres

600 x 600 - 2 louvres

450 x 450 LONG - 1 louvre450 x 450 - 1 louvre
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Ventilation base height: 
500 mm

Ventilation base height: 
750 mm

600 x 600 LONG - 2 louvres

800 x 800 LONG - 3 louvres

New
All sizes now also available 
with a 750 mm high GRP 
ventilation base.

TF (Thermo Flap)

Article name according to unfinished 
opening (mm) W x H 450 x 450 450 x 450

   LONG 600 x 600 600 x 600
   LONG 800 x 800 800 x 800

   LONG

Net ventilation area (m2) 0,10 0,10 0,20 0,20 0,39 0,39

Base width (mm) W1 x H1 810 x 810 810 x 810 960 x 960 960 x 960 1160 x 1160 1160 x 1160

Ventilation hood dimensions 
(mm) W2 x H2 595 x 630 595 x 630 745 x 780 745 x 780 950 x 985 950 x 985

Flange width (mm) F 180 170 180 180 180 180

Ventilation base height (mm) L1 500 750 500 750 500 750

Ventilation hood louvre 
cover height (mm) L2 332 332 332 332 385 385

Total height (mm) L3 789 1039 789 1039 842 1092

U-value (W/m2K) 0,41 0,41 0,46 0,46 0,55 0,55

Number of louvres 1 1 2 2 3 3

Weight (kg) 39 42 54 on request 69 on request


